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Before starting assembly : 
Writing the number of each section on its back side before cutting out the sections is highly recommended. 
(* This way, you can be sure which section is which even after cutting out the sections.) 


—————» Indicates where sections ————— or other colored shades indicate the gluing 
should be glued together. standard lines. 


For parts with no pasting margins (for example: cloister roofs), apply glue to the cut edges of the parts and paste to 
the specified locations. If the small parts with small contact areas, check the contact points between the parts, apply 
glue “point by point” to the locations where the glue is not visible from the front side. 


[Caution] Please understand that the patterns of the parts surfaces may be different in the instruction 
illustrations to make it easier to show the gluing locations. The parts shapes are in the same. 


Names of major parts 

The historical relics of Angkor Wat extend in a vast area. This particular temple relic model covers 
the area around the mausoleum to the triple external cloisters. The names are not necessarily the 
official designations. The collapsed spires that remain in the actual site have been speculated with 


View of completed model reference to similar structures. 


* This model was designed for Papercraft and may differ from the original in some respects. 


E Assembly Instructions : Twelve A4 sheets (No. 1 to No. 12) 


* Build the model by carefully reading the Assembly Instructions, in the parts sheet page order. 


(Viewed from above) Cross roof 


[Back side] 


[Lek lateral) 


Spire at 4 corners of 
the third cloister 


q! 


9 *Hint: Trace along the folds with a ruler 
and an exhausted pen (no ink) to get a sharper, easier fold. 


Assembly Instructions 


[Right lateral] 


First cloister (2 level roofs) 


Second cloister 


Third cloister (2 level roofs) 


Mountain foldidotted line) E 

Make a mountain fold. LS pise Mnoiólenia 

Valley foldfdeashed and dotted line) gy giye spotRed dot) [inside the third cloister) 
Make a valley fold. Glue parts with the same number together. / central cross cloister 
Scissors line(solid line) OClve spotíGreen dot) Central spire 

Cut along the line. Glue within the same part. Spire at 4 corners of 
Cut in linelsolid line) Oclve spot(Blue dot) the second cloister 

Cut along the line. Glve to the rear of the other part. Remains of the scripture 


house (left and right) 


Scripture house 
(left and right) 


Cloister entrance 
(each cloister) 


Tool d ial Scissors, set square, glue(We recommend stick glue), pencil, used 
ools and materials ballpoint pen, toothpicks, tweezers, (useful for handling small parts) 


. Before gluing, crease the paper along mountain fold and valley 
Assembly tip fold lines and make sure rounded sections are nice and stiff. 


Base 


Front cross cloister 


TAN Glve, scissors and other tools may be dangerous to young children 


Caution so be sure to keep them out of the reach of young children. 


[Front side] 
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EE How to assemble common (similar) parts 


For parts structured with similar pieces but different sizes, explanation is given for a representative part. 
Follow the assembling directions given below for the applicable parts numbers. 


Fold the tips of the upper parts. 
y 


| Spire 


Central spire (inside the third cloister) --- Ispire > 6 levels for the relief. 


Fold the part to form a ring. 
Apply glue point by point from 


Spires at 4 corners of the third cloister --- 4 spires > 4 levels for each relief. the bottom level to the top level. 


Spires at 4 corners of the second cloister --- 4 spires > 3 levels for each relief. 
Fold the tips of the upper parts. 


2 pieces to the 
specified locations 


(D Entrance (L + S) 
GA 


“a 


Reverse 


Gather the tips. 
Glve the large and small 

parts, align the open part 
in the lower end and glue 
on the 4 sides. (4 pieces) 


| Cross roof 


Glve the cross shaped roofs (4 pieces) to the upper side of each entrance in the cloister. 
Assemble the roofs for 4 locations in the third cloister, 6 locations in the second cloister 
and 12 locations in the first cloister, i.e. a total of 22 roofs and glue to the upper cloister 
parts to connect to other roof parts. 


(Corresponding part numbers that structure 4 piece sets) 


05 
[94 


8] 
HSEB 


11 


md 


P23 


Glve the bottom A 
to the inside bottom B. 
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| Cloister entrance 


Assemble entrances for 6 locations in the second cloister, 21 locations in the first cloister and 2 locations in the front 
cross cloister, i.e. a total of 29 entrances and glue them to the specified locations in the cloisters. The outside and inside 
lengths of the cloisters are different, so check the gluing location and direction well before you glue them. There are a 
total of 7 shapes. Attach a part of the bottom to the staircase parts and glue. (The central cross cloister Parts 9 and 10 
inside the third cloister are designed to contain the entrance parts: 4 locations) 


(Corresponding parts) 


Inside Inside 


Glve the small roof 


| Fold in the 


entrance cover 
on both sides. 


Outside 


Location to Part page 


Cross cloister entrance 
in the front 


Left, right and Esmmi 


back side A 
. Glue the bottoms, direct the entrance 
Left and right p22 surface toward the interior of the second 
First cloister cloister, make the center cover the cloister 


and glve. 
Front side in the center 


Left and right of [ed 


the front side 


Left and right of 

the back side 

Left and right 

Back side in the center Outside 
Front cross cloister oi Left and right P11 Glue the bottom in the same way to form a box. 


(This is not the type to cover the interior /exterior of the 
cloister) Parts ES), EM, E3 and EZ have different lengths. 


Second cloister 


Make the center cover the cloister 
and glue. 


Gluing locations of left and right sides of 
the front cross cloister (Fig. : Part [dd is not glued yet) 
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| Stairs 


Staircases are to be glued to the foundation rock of each cloister, and some parts also serve 
as the gluing surface for the lower cloister entrance parts. For the third and second cloisters, 
assemble mono-blocks (4 types) and for the first cloister, assemble a three-fold blocks (3 types). 


(Corresponding parts) PÁ 
Location to glue 
Four corners, left, right á 
Third cloister 7 and back side 
Foundation rock Eiontside [68] 
Apply glue to the 


à Four corners sections and paste. 
Second cloister 


Foundation rock Left, right and back side 


Left and right 
First cloister 


Foundation rock Back side 


Back side in the center, 


left and right 


Four corners 


Left and right of 
the front sides 
Left and right of 
the back sides 


Front side in the center 
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Mausoleum (inside the third cloister) : Foundation rock, central cross cloister, large sized spire 


Glve together inside the 4 corners. 


N Bottom 
Y Y 
Form the exterior circumference of 


Back side the third cloister into an L shape. 


Front side to right 
H Back side to left 


Reverse 


Front side 


For front and H Form the central cross 
rear (short) cloister of the third cloister. Glve the “spire: large” at the center of the “cross cloister”. 
Foundation rocks : Fold in the pasting margins in 4 sides Make the concave part of the “entrance” cover the upper part 


the t face f th dl levels and glue. of the cloister. 
Pd tai Fera dci (For assembling of the spire, see p.2 in this assembly instruction.) 


For left and 
right (long) 


Align the front and rear directions and glue Part Elon part E. Front side 


Glve Part Elto cover the exterior circumference, 
make Part IM cross at the center and glue. 
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Mausoleum (inside the third cloister) : Small sized spire, cross roof, cloister roof 


Glue “the small spire, Part IH” at the 4 corners of 

the cloister.Make the concave part cross over the cloister 
and make 2 “entrances [Part E] ]” face outside. 

(For assembling of the spire, see p.2 in this assembly 
instruction.) 


Canon 


OCanon Inc. GO Takahashi PD./N.N. 


Fá 
( 


(For assembling of the cross roof, see p.2 in this assembly 
instruction.) 


Glue the roof [Part [EI] at the location along 
the external circumference of the cloister. 


Glve the “cross roofs” at intersections of cloisters (4 pieces). 


Note) Make the concave «é= 


Glve the 2 level roofs to the upper part of the cloister. 
There are 2 types, 1 for the exterior circumference (large) 
and the other for the cross roofs (small). 


: RR = 
4 


Tower side Tower side 


part face the spire. [00000 


Es 
E) 
is oe 
EE £g 
U | | DS ºs 
er leve 
PP 3 folding lines 
Lower level 2 folding lines 


Cloister 


Cross section of the 2 level roofs 
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Inside the second cloister : Foundation rock, the second cloister, stairs, remains of the scripture house, small sized spire 


Foundation rock of the second cloister : Assemble the front Glve the basement of the third cloister to the foundation rocks of the second cloister [Parts E3 and Ed). 

part E3 and rear part EZ. For gluing the 4 corners, follow Put 2 staircases (Part BR) to each corner, 1 to the left, right and rear, and put staircase (Part EE) to the front 
the direction for the Parts El and E of the third cloister. and glue them to the foundation rocks of the second cloister. 

(See p.5 in the left in this assembly instruction.) (For assembling of the stairs, see p.4 in this assembly instruction.) 


ú E 
ra f E | id 
na A o | EM 
E ma BE 
va a | 
E E E 
ra TEM | ra 
E No: 
ç E 0 ER 

E , Eis cá Assemble the second 

P PA A cloister (square pillar) at the 

É Sia gluing locations in the front, 

rear, left and right, and glue to 

A 


the circumference of the basement. 


Glve the “spire: small [Part EB)” at 4 
corners of the cloister. Make the concave 
Assemble the scripture | part cross over the cloister and make the 2 
house ruins [NI shape] “entrances [Part E]” face outside. 
and glue to the leftand (For assembling of the spires, see p.2 in 
right of the front side. this assembly instruction) 


Front side 
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Base (double as ground) : The first cloister, foundation rock and cloister 


1 The basement is structured with 4 corners (4 pieces), 2 for left and right 
sides and 1 for the center, i.e., a total of 7 pieces. The fringe that makes é 
: : : à : : Back side 
the circumference is structured with a triple fold including the bottom surface 


(space under the fringe).There are 3 types of gluing methods for each 
basement circumference part. 


Ground 
O) » e Rairaido 


The triangle pasting margin is for the 
Es Em EM of No slanting surface and the square pasting 
EE, Ed. EM ond EB margin is for the face surface. 


O) 


The first cloister 
Location of the foundation 
rock and cloister 


Reverse side 
TR À 
(2 hnverce side” 


Front side 


2 Glue the sides of the 7 pieces 
of the base. 


Front side 


Back side 


3 


Glue the 3 mm height (triple fold) “first cloister 
foundation rock” to the specified location on 

the circumference of the foundation.These Parts 
do not have pasting margins. Apply some glue 


Ape our eds ta jpadia dota bosos Glve the “first cloister” to the specified location on the 


foundation rock. Connect the corners with 4 Lshape pieces 
and connect the left and right sides with 2 I-shape pieces. 


L-shape 
shape Fa [Bb 


Glue after the 
completion. 


Make adjustment so that the 
gluing or crossing locations of each 
section in the basement - foundation rock — 
8 cloister are well aligned to the center (guideline). 


Name plate 
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The second cloister and front cross cloister, cloister entrance, cross roof, stairs 


Assemble the foundation rocks for the cross cloister in the front and glue them to the basement. 
Next, assemble 3 “front to rear cloisters” and 1 “left to right cloister” to form a cross cloister 
in the front. Glue the foundation rocks for the second cloister completed as described in p.7 

in this assembly instruction to the center of the basement (rear side of the cross cloister in the 
front).Glve the “cloister entrances” [Part EB] to the front (3 locations) [Part EB], left, right and 
rear sides of the second cloister, and assemble the staircases [Part 8]. 


Glue the bottom of the 
front to rear cloister 
(square pilar). 


5 Bios 


To assemble, see p.2 for the cross roof, 
p.3 for the cloister entrance, p.4 for the 
stairs in this assembly instructions. 


Give triple folds Put the Part 
to 4 sides and glue Ea on the Part 
to the base. Za ot the center. 
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Roof of the second cloister 


Glve the roofs (fold in three) to the upper side of the second 

cloister. To assemble, before gluing the roof of the front cross 
cloister, assemble the roof parts (Parts EZ, E and EM) of the 
front cloister, Part El. 


me 
E— Front of the second cloister 


Foundation rock 


*The valley fold line is shifted more rearward 
than shown in this illustration. 


Do 


While other roofs are 2 level structures, the roof for Attach the upper part to the folding margin of the cloister Glve the roofs. 
the second cloister has a single level. and apply glue to the rear side to paste. (Left and right) 


10 
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Roof of the front cross cloister First cloister : Front side roof (Back side roof) 
The roof of the cross cloister in the front has a 2 level structure. The cross roofs of the first cloister are the same size except for the center front roof. 
This is where many parts are assembled complexly together, so you need to be careful not to allow distortions or gaps. The roofs have 2 types of 2 level structures with the folding shown below. 


Other roofs of the first cloister are to be folded and glued in the same way. 


Apply glue to the cross 


Upper level section (cut area) to paste 


(b) 


Lower level 


(a) 


Wiilower level Jofre! 
Bihe side ofice 
) 


lowerllevellof k pastower/levellof ; lower levelhof 
thelrighiirootZ! F thelcentrallroofny E the lefilroofi 


Upperlevel of; 
the'rightroof 


Upper level'of; 


herside oficenter 


Roof of the front cross cloister 
Left and right entrances 

(To assemble, see p.3 in 

this assembly instruction.) 


*Part a and b are for the back side roofs. 
Assemble in the same way as the part a and b. 
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Cross roof of the first cloister, stairs, cloister entrance, cloister roof 


For assembling of each part and parts numbers, see the tables in p. 2, 3 and 4 in this assembly 
instruction. Check the numbers given on the parts and gluing location lines before you glue them. 

The following is photographs of particularly characteristic parts. Glue the cloister roof (2 level structure) 
after gluing the cross roof (front and back sides, left and right lateral and four corners). 


First cloister : Back side 


99[5 
Ega 


y RA dra | 
[iourlcomers ' á ' First'cloister  latera 
TOA DAR a ROME É é í 


Inside the first cloister : Scripture house 


Glve to the left 
and right of the 


front inside the A [80] 
first cloister. 41 al 
DA 

N 


Back side 


Completed 
scripture house 
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